








































iSolarCloud App 
3–Phase Hybrid Inverter User Manual

Login Password:
SGC666 or see the 4-digit
PIN on the RFID card

SG-AXXXXXXXXXX

  Product Model 

EV AC Charger 

        AC22E-01

 Date of Manufacture            2023/06/08
S/N Axxxxxxxxxx
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Step 6 If the charger works under EMS mode, proceed with commissioning on the iSolarCloud App.

Make sure the charger is connected to the inverter via the RS485 cable.

Skip this step if an Ethernet cable or a SIM card is used for network connection.

ws://europe.suncharger.cn:8098

WLAN password: 
admin123 or no password

OCPP:Stand-alone EV Charger
EMS:Solar-storage-charging

OCPP

OCPP

download and install the App For detailed instructions for commissioning, please 
refer to the user manual of the inverter.



Charger status

The blue indicator flashes, on for 0.5s and off for 0.5sThe charger connector is connected to the vehicle

The blue indicator is steady on
Charger standby or charging is complete while 
charging connector remain plugged-in

The blue indicator  breathesVehicle charging

The red indicator is steady onFaults occurs(check the fault type through App)

RFID charger card used

Indicator

The Status Description of  LED Indicators

The blue indicator flashes for 5 times, on for 0.2s and off for 0.2s
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More information in the QR code or 
at http://support.sungrowpower.com/


